SEAL AIRTIGHT
WITH UL LISTED,
FIRE PROOFED
THROUGH—-WALL

PENETRATION
SEALANT TYPICAL

ON BOTH SIDES

OF WALL. (£)
FIRE & SMOKE DAMPER,
COMBINATION

AR FLOW

HEMMED "S™ SLIP DUCT
CONNECTION

/

S ﬁ — ?{ =
1-1/2" TYPICALj t TO 6"

ON BOTH SIDES

/X INSTALLATION DETAIL

éz
L;L

(E)6"WOOD STUD WITH
5/8"GYP TYPE X
BOARD EACH SIDE
1/8" CLEARANCE

14 GA. SLEEVE WITH
1-1/2" FLANGE

—(N)

—— CONTINUOUS 1-1/2"
x1—1/2"x1/8"
ANGLE FRAME
AROUND DUCTS ON
BOTH SIDES OF WALL,
MITER AND WELD
CORNERS, BOLT
ANGLE TO SLEEVE

WITH 1/4" BOLTS
6" 0.C.,(MINIMUM
OF 2 PER SIDE)
TACK WELDING TO
SLEEVE AT SAME
SPACING IS ACCEPTABLE.

FACTORY FURNISHED SLEEVE

FIRE & SMOKE DAMPER COMBINATION

Q(y SCALE: NONE

LBNL STANDARD
FIRE & SMOKE DAMPER COMBINATION
INSTALLATION DETAIL

DRAWN BY DATE

CHECKED BY

APPROVED BY

CAD FILE PATH

SCALE

NTS

UNIVERSITY OF CALIFORNIA LAWRENCE BERKELEY NATIONAL LABORATORY

FACILITIES DIVISION

DRAWING NO. SHEET

H125

PROJECT NO. A

G:\Capital Projects\Procedures, Standards & Forms\Standards\CDDG\CDDG_Vol 3_Const_Dts\Part-V - Mechanical Details\HVAC\H125 FIRE & SMOKEDAMPER COMBINATION INSTALLATION DETAIL.dwg




